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ENG: As part of the PNRR “Return” project, the University of Bari has developed innovative
technologies based on systems for monitoring atmospheric and volcanic particulate matter and solid
materials of all types using laser ablation technologies (LIBS), as well as hydrological/hydraulic
monitoring systems based on artificial intelligence algorithms (Convolutional and Recurrent Neural
Networks). These systems rely on innovative sensors mounted on drones, enabling remote
measurements even under critical conditions and in inaccessible areas (volcanic or industrial plumes,

river currents during flood events).
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For hydrological/hydraulic monitoring, the sensor processes the surface dynamics of watercourses in
real time. It identifies the river surface and estimates the velocity and spatial distribution of the flow,
producing maps useful for flood monitoring and for the calibration and validation of hydrological and
hydrodynamic models. It also helps identify areas prone to erosion and the dispersion trajectories of
contaminants.

These systems have already been applied in “test cases” in the laboratory and/or in the field (e.g., La

Salandra et al., 2025).

ITA: Nellambito del progetto PNRR “Return” I’"Universita di Bari ha sviluppato tecnologie innovative
basate su sistemi per il monitoraggio di particolato atmosferico e vulcanico, di materiali solidi di ogni
tipologia attraverso tecnologie di ablazione laser tecnologie di ablazione laser (LIBS) e sistemi per il
monitoraggio idrologico/idraulico basati su algoritmi di intelligenza artificiale (Reti Neurali
Convoluzionali e Ricorrenti). Questi sistemi sono basati su sensori innovativi montati su droni che
consentono misure in remoto anche in condizioni critiche e territori non accessibili (plume vulcanici
o industriali, correnti fluviali durante gli eventi di piena).

Per il monitoraggio idrologico/idraulico, il sensore elabora in tempo reale la dinamica superficiale dei
corsi d’acqua. ldentifica la superficie fluviale e stima velocita e distribuzione spaziale del moto,
producendo mappe utili al monitoraggio delle piene e alla calibrazione/validazione di modelli
idrologici e idrodinamici. Consente inoltre di supportare l'individuazione di aree soggette ad erosione
e traiettorie di dispersione di contaminanti.

Questi sistemi sono stati gia applicati in “test case” in laboratorio e/o sul terreno (es., La Salandra et

al., 2025).
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